DESCRIPTION

The EVQ3321-QQE-00A evaluation board is
designed to demonstrate the capabilities of the
MPQ3321 and MPQ3321A, 48-channel LED
drivers with a 22V voltage rating and maximum
80mA current sources. It is designed to drive the
LED arrays as local dimming backlighting in
automotive LCD panels.

The MPQ3321 and MPQ3321A employ low
headroom to regulate the LED current (l.ep). The
adaptive voltage feedback function optimizes the
LED voltage, which achieves higher system
efficiency.

The MPQ3321 and MPQ3321A support
independent 16-bit pulse-width modulation
(PWM) and 7-bit analog dimming for each
channel via the serial interface.

EVQ3321-QQE-00A

48-Channel, Max 80mA/Ch, LED Driver
with Independent Analog and PWM Dimming

Evaluation Board, AEC-Q100

The configurable internal registers provide
reliable and flexible application. The 25MHz
serial interface clock guarantees a high data
transfer rate for multiple devices operating in a
daisy chain application.

Robust protections are included to guarantee
safe operation of the device. Protection modes
include LED open protection, LED short
protection, and over-temperature protection
(OTP). All fault statuses can be read through the
serial interface.

The MPQ3321 and MPQ3321A are available in
a QFN-68 (8mmx8mm) packages. They are
available in AEC-Q100 Grade 0.

PERFORMANCE SUMMARY

Specifications are at Ta = 25°C, unless otherwise noted.

Parameters Conditions Value

Input voltage (Vi) range 3.5V to 20V

LED channels _Each channel can be enabled/disabled via the SPI 48 channels
interface

Maximum LED current (lLep) IMAX[2:0]1 = 111b 80mA per channel

CLKM pin floating, PCLK pin has clock input

<30MHz

PCLK frequency (frcik)

PCLK pin floating, CLKM pin has a resistor

Selectable (5MHz,
10MHz, or 20MHz)

SPI clock frequency (fscik)

<25MHz
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QUICK START GUIDE

The EVQ3321-QQE-00A evaluation board is easy to set up and use to evaluate the performance of the
MPQ3321 and MPQ3321A. To use the evaluation board, following the steps below:

1.
2.

9.

Short JP2 to connect VIN_POWER_IN to the IC’s VIN pin.

Short one of the jumpers (JP3, JP4, or JP5) to use the internal PCLK. Short the jumper to enable the
internal PCLK:

a. JP3: 5MHz

b. JP4: 10MHz

c. JP5: 20MHz

Short JP6 to set the IC to the master mode if the adaptive feedback control (AFC) function is enabled.
Short JP7 to connect the IC’s SOUT pin to the host’s MISO pin.

Connect the LED load terminals (48 strings) to:

a. Positive (+): VIN_POWER_OUT

b. Negative (-): LED1~LED48

Preset the voltage source placed between the VIN_POWER IN and GND terminals to be between
3V and 22V, according to the LED load condition.

Pull the EN pin high to enable the device.

Connect the SIN, SCLK, LATCH, SOUT, and GND pins of the evaluation board to the MOSI, SCK,
CS, MISO, and GND pins of the serial peripheral interface (SPI) communication kit, respectively. (")

Configure the registers by using the MPQ3321’s GUI via the SPI interface. @

Notes:

1)
2)

Contact an MPS FAE to obtain the SPI communication kit.
Contact an MPS FAE to obtain the MPQ3321 GUI configuration tool for more details on configuring the registers during evaluation.
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EVALUATION BOARD SCHEMATIC
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Figure 1: Evaluation Board Schematic
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EVQ3321-QQE-00A BILL OF MATERIALS

Qty

Ref

Value

Description

Package

Manufacturer

Manufacturer PN

24

CN1, CN2, CN3,
CN4,CN5, CNG6,
CN7, CN8, CN9,
CN10, CN11,
FBO_Feedback,
GND1, VLED+,
VIN_Power_OUT,
VIN_Power_IN,
GND, JP1, JP2,
JP3, JP4, JP5,
JP6, JP7

2.54mm

Connector, 180°

CONN/TP

Custom @

C1,C2

22uF

Capacitor, 50V, SMD

SMD

Panasonic

EEHZC1H220P

C3, C4,C5,C6

10pF

Capacitor, 25V, X7R,
1206

1206

Wurth

885012208069

54

C7, C8, C9, C10,
C11, C12, C13,
C14, C16, C17,
C18, C19, C20,
C21, C22, C23,
C24, C25,C26,
C27, C28, C29,
C30, C31, C32,
C33, C34, C35,
C36, C37, C38,
C39, C40, C41,
C42, C43, C44,
C45, C46, C47,
C48, C49, C50,
C51, C52, C53,
C54, C55, C56,
C57, C58, C59,
C60, C61

NC

C15

1uF

Capacitor, 10V, X7R,
0603

0603

Wurth

885012206026

R1, R5, R7, RS,
R9, R10, R11

0Q

Film resistor, 1%, 0603

0603

Yageo

RC0603FR-070RL

R2

24.9kQ

Film resistor, 1%, 0603

0603

Yageo

RC0603FR-0724K9L

R3

41.2kQ

Film resistor, 1%, 0603

0603

Yageo

RC0603FR-0741K2L

R4

10kQ

Film resistor, 1%, 0603

0603

Yageo

RC0603FR-0710KL

JHE N QI N (IS ) LN

R6

NC

Film resistor, 1%, 0603

0603

U1

MPQ3321
-AEC1
or
MPQ3321
A-AEC1

48-channel, 80mA/ch
LED driver

QFN-68
(8mmx
8mm)

MPS

MPQ3321GQQE-
AEC1
or
MPQ3321AGQQE-
AEC1

Note:

3) MPS custom-produces these pins. Contact an MPS FAE for details.
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EVQ3321-QQE-00A - 48-CHANNEL, MAX 80mA/CH LED DRIVER EVB, AEC-Q100

EVB TEST RESULTS
Vin = 4V, fecik = 25MHz, PDB = 16-bit, Iuax = 30mA/ch, LED = 48P1S, Ta = 25°C, unless otherwise

noted.

CH1: Viep1

CH2: ILep1
CH3: ILEp2

CH4: ILep_ALL

CH1: Viep1

CH2: ILep1

CH3: ILep2

CH4: lLep_aLL

PWM Dimming
PWM duty cycle = 50% for each channel

‘ | 4
ot
b i o e pueses e
| esows  memme wwms e
| !
\ ]
D= =
@ 200V T.ooms 100MS/s [ W
@ 20.0mk 0% L00A QR 1M points 192V
Value Mean Min Max Std Dev
@ich Ndmh 0dm 30.4m 30.4m 0.00 15un 2
@i 1444 1.46 144 1.56 45.4m 15:41:39)
+Widtl 1.311m: 1.123n 53.33n 1.311m 495.3y
L

PWM Dimming

PDB = 12-bit, random duty cycle for each
channel

A

@ 20V 80.0ps 1256575 O/
1004 Q% 640mA

®& 20.0ms o% 1M points
Value Mean Min Max Std Dev
15 Jun 2|
© reriod 163.8ps 232.8p 163.8y 327.7p 83.11p 18:26:15|
y kHz 449 2) 6.10dk 299k
L ‘l Freguent» 6.103kH: 5.449k 3. GS-k 6.104 1.299k

PWM Dimming
frcLk = 20MHz, phase shift = 64pclk,
time delay = 3.2us

[

—— ——

PWM Dimming

Random duty cycle for each channel

CH1: Viep1

CH2: ILep1

CH3: ILEp2

CH4: lLep_aLL

©® 20V ][l.ﬂoms 100MS/s o/
@ 20.0mt 0% L00A Q& 1M points 640mé
Value Mean Min Max Std Dev
[ 15 Jun 2
High I6ma 36.0m 30.8m 38.0m 1.26m 16:38:08]
@ vidth 2663y 3428y 266.2 2.181m 382.9y

PWM Dimming

frck = 10MHz, random duty cycle for each

channel

s

CH1: Viep1 [
CH2: ILep1

CH3: ILepz [N
CH4: lLep_aLL ‘-\-\-\

@ 200V 2.00ms
1004 O%

50.0MS/s

o/
640mA

20.0mA Q% 1M points
Value Mean Min Max Std Dev
15 Jun 2
@ reriod 6.554ms  5.350m 4.369m 6.554m 1.131m m
€ Frequency 152.6 Hz 194.0 1526 228.9 39.12
— —

Analog Dimming

Imax = 80mA/ch, ILep = 100% for each channel

- F—— o—
= [e— ————L*“J-g (o)
Zoom Factor: 500 X Zoom Position: 620ns
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. . B L I T g
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mPS EVQ3321-QQE-00A - 48-CHANNEL, MAX 80mA/CH LED DRIVER EVB, AEC-Q100

EVB TEST RESULTS (continued)

Vin = 4V, fpck = 25MHz, PDB = 16-bit, Iuax = 30mA/ch, LED = 48P1S, Ta = 25°C, unless otherwise
noted.

Analog Dimming

Imax = 80mA/ch, random I.eo for each Analog Dimming
channel Slew rate = 4PCLK/step
v ms m 2 i
S & ooion I-_. SRS SN S S R & S —
£4740ns __ A1560m4 Ey - Jr— Ja— — pe— — — et
CH1: lLep Toom Factor: 100X Toom Position: 2504

CH2: ILED1 [ haspmeiesmsrssbismrissing I

CH2: lLep2 o : ' : L #
j— rm —L CH3: lLEp2  [@wesisonmommmnpimtatrotatti-|-

CH3: ILeps @ "‘J ey
(3]

sliniginh B —
( o)

E 20.0mh 0% ]200ms 50,0MS/s [1) [zzo.mfs 50.0MS/s 7
16 Jun 2
18:05:28

50.0mA_ Q% 1M points 16.8mA 1M points 14.8mA

@ 200m on 20.0mA_ Q&
Vilue Mean Min Max Std Dev Value Mean Min Max StdDev
@ ich 2B6mA 24dm 236m 25.2m 1.13m 26 Jun 2
17:52:56} High N4mA 30.6m 0.4m 31.2m 400y
@ ich oA 2 67.0m 22t 0.00 @ Hich 0.0ms  30.0m 30.0m 30.0m 0.00

Adaptive Feedback Control (AFC) Adaptive Feedback Control (AFC)

Headroom = 300mV, hysteresis = 200mV, Headroom = 300mV, hysteresis = 200mV,
PWM duty cycle = 51.32%, PWM duty cycle = 5.82%,
slew rate = 1PCLK/step phase shift = 1PCLK
T D T 8 v v v
A3.320ms A410.0mY A0.000 s A410.0mY
: ; i . o et
r._.' i ’r_ CH1: ViLep
: CH2: Vrgo
. A 1
CH2: Veso P [ — Ly CH4: ILep1
CH1: Vieo ] |
CH3: VieD1 al(3) & 4
CH4: lLep1 o | |
: 3 CH3: Viep1 —
N Y gy ot I T s v
Value Mean Min Max Std Dev Value Mean Min Max Std Dev
@ Mean 338V 3.48 338 354 49.2m @ Mein 3.42v 33 325 342 52.5m t
20 Jun 2} 21 Jun 2|
€ Frequenc 22.6H 2226 224 227 47.85m [ 14:33:48) € Frequenc 224H 2258 2224 226 41.45m 08:15:42
+Dut 51.32% 51.32 51.30 51.34 5.666m _2':”[ 5.815% 56.97 5.814 58.7: 24.97

Adaptive Feedback Control (AFC) Adaptive Feedback Control (AFC)

Headroom = 300mV, hysteresis = 200mV, Imax = 80mA/string, PWM duty cycle from
Imax = 80mA/string, ILeo from 100% to 5% 100% to 5%, lLep = 100%
“"_‘ 0O  15.00ms € 480.0mvV iy | ."! O  7500ms @ 4.000my

O 150ms @ 0.000V O 7500ms @ S63.0mv

£0.000s £480.0mV £0.000s A564.0mY

CH1: Vieo

r = s . - . . ~ v CH1: VLED r [ 1 ' , - o ‘ " - - i -
CH2: Vego B—.‘b-_ CH2: Vreo P I l
WESRNE : wh— ‘ |

CH3: VieD1 3

CH3: VieD1 3)

CH4: ILep_ToTaL o ; CH4: ILep_ToTAL o _—
©® 20V 20.0ms SOMS/s @ \ 29Tin 2 ©® 20V 10.0ms 0M/s @ \ 297 2
S00my b @ 100A & 1M points 1344 09:16:03] & 200mv & @ 2004 B 1M points 2244 09:23 UIJ
= — —

22
hEDS
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EVB TEST RESULTS (continued)
Vin = 4V, fpck = 25MHz, PDB = 16-bit, Ivax = 30mA/ch, LED = 48P1S, Ta = 25°C, unless otherwise

noted.

CH1: FF
CH2: ViEp12

CH3: VieD1

CH4: lLep_toTaL

CH2: Vreo

CH1: Viep
CH3: FF

CH2: ViEp12
CH1: FF

Open LED Protection
OPS = 8 steps, open channel 12

A

2,00V 2 40.0ms 2.50MS/s [1 8 21 Jun 2
Q 1M points 132V 09:23:30
—

Open LED Protection
OVP =22V, open channel 12

[a]
[b]

i~

28 Jun 2
08:14:59

® 0y 2 200ms S00kS/s \
200V & 1M points 1.28V
Value Mean Min Max Std Dev
High 226V 18.3 6.00 22.6 4.71

Short LED Protection
Short channel 12

(] o]

eAsssena

CH1: FF

CH4: lLep_toTaL
CH2: Vreo

CH3: VieD1

CH2: Vreo
CH1: FF

CH3: VieD1

CH4: Viep

CH1: FF

CH4: Viep1
CH2: Iep1

Open LED Protection
OPS = 32 steps, open channel 12

3 Z

0@ -400.0ps 10.00mV
OO -144.4ms 550.0my
A144.0ms  AS40.0mV.
| o
L --------------------------------------------- S

250M5s @\

40.0ms
mA Qb 1M points 152V
Mean Min Max Std Dev
Low signal amplitude

21 Jun 2
13:17:32]

Open LED Protection
Step-up = 8 steps, open channel 12

(|
(]

b fh\-\ - aitulil

|

250M5/s @\

25 Jun 2
1M points 112V

13.07:54

Over-Temperature Protection

. 24
CH3: Vieps R R e e Ral Mtd ¥ ) B Rrd S it BAL Thiy il it et She
CH4: |LED7ALL e v e e’ v s e .
© 207 ][10.0ms 005 @\ CH3: lep_totaL o
somy & @) L00A Q% 1M points 152 217
Value Vean Min Max Std Dev 12:42:15 @ 20V & 400ms 2506875 0\ 20Tun 2
€ +uty 15.26 % 15.26 2% 15.26 0.000 1004 Q8 (_) 2,00V & 1M points 156V 13:45:32
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VIN_POWER_IN
GND /GND|
GND/50UT|
N
00 0 000 000©0on C (o)
000000000000 00 000
Figure 3: Bottom Layer
EVQ3321-QQE-00A Rev. 1.1 MonolithicPower.com 9
12/4/2025 MPS Proprietary Information. Patent Protected. Unauthorized Photocopy and Duplication Prohibited.

© 2025 MPS. All Rights Reserved.



m P5 EVQ3321-QQE-00A - 48-CHANNEL, MAX 80mA/CH LED DRIVER EVB, AEC-Q100

REVISION HISTORY

Revision # | Revision Date | Description Pages Updated
1.0 11/8/2024 Initial Release -
Added the MPQ3321A as a supported IC in the y
Description section.
Added the MPQ3321A as a supported IC in the EVQ3321- >
11 12/4/2025 QQE-00A Evaluation Board section. . .
Added the MPQ3321A as a supported IC in the Quick 3
Start Guide section.
Added the MPQ3321A as a supported IC in the EVQ3321- 5
QQE-00A Bill of Materials section.

Notice: The information in this document is subject to change without notice. Please contact MPS for current specifications.
Users should warrant and guarantee that third-party Intellectual Property rights are not infringed upon when integrating MPS
products into any application. MPS will not assume any legal responsibility for any said applications.
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