MID3W2424A

3W, 24V, Isolated Power Module
for IGBT/SIC Bias Supplies

DESCRIPTION

The MID3W2424A is an 3W, 24V input voltage
(ViN), 3KkVgrws, isolated DC/DC power module
with an integrated transformer. This solution is
ideal for being used as an isolated power supply
for biasing power transistors such as silicon
carbide (SiC), silicon FETs, and IGBTs. It
supports up to 3W of output power (Pout) with
24V V, and a -40°C to +105°C operating
ambient temperature (Ta) range.

The MID3W2424A simplifies isolated bias
supply design by integrating the control,
switching power stage, protection circuitry, the
transformer, and other passive components into
a single package. This module provides a small
solution size and higher-reliability operation
compared to a traditional system-in-package
(SIP) isolated power module.

The device offers protection features including
over-voltage protection (OVP), over-current
protection (OCP), and over-temperature
protection (OTP). It uses a soft switching
topology for improved EMI performance.

The MID3W2424A requires a minimal number of
readily available, standard external components,
and is available in a low-profile LGA-6
(10mmx10mmx4.8mm) package.

FEATURES

Optimized for 24V +10% Input Voltage (Vin)

1.1 V\n/Output Voltage (Vour) Ratio

Up to 3W of Output Power (Pour)

500kHz Switching Frequency (fsw)

3kVrums Isolation Test Voltage Hi-Pot Test

Soft Start (SS), Over-Current Protection

(OCP), Input Over-Voltage Protection

(OVP), and Over-Temperature Protection

(OTP)

e -40°C to +105°C Operating Ambient
Temperature (Ta)

o EN 62368-1 Compliant

e Available in an LGA-6 (10mmx10mm)

Package

APPLICATIONS

e Isolated Silicon Carbide (SiC) Gate Drivers

o DC Fast-Charging Stations

e Uninterruptible Power Supplies (UPSs) and
Solar Inverters

o Isolated Power Supplies

e Industrial Motor Control

All MPS parts are lead-free, halogen-free, and adhere to the RoHS directive.
For MPS green status, please visit the MPS website under Quality Assurance.
“MPS”, the MPS logo, and “Simple, Easy Solutions” are trademarks of
Monolithic Power Systems, Inc. or its subsidiaries.
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mps MID3W2424A - 3W, 24V, ISOLATED POWER MODULE

ORDERING INFORMATION

Part Number* Package
MID3W2424AG0O-3U LGA-6 (10mmx10mm)

Top Marking MSL Rating
See Below 3

* For Tray, add suffix -T (e.g. MID3W2424AGO-3U-T).

TOP MARKING

WW: YYXXX *
MPS
MIDXWXXXX

*ww: Week code
yy: Year code
xxx: Lot number

PACKAGE REFERENCE

TOP VIEW
EN -VIN +VOUT
_______ L2 3
--------
-VIN +VIN -VOUT
LGA-6 (10mmx10mm)
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meSs

MID3W2424A - 3W, 24V, ISOLATED POWER MODULE

PIN FUNCTIONS

Pin # Name |Description
1 EN Enable. Pull the EN pin high to en'able the MID3W2424A, 'puII it low to disable the
MID3W2424A. EN can be connected directly to +VIN for automatic start-up.
2,6 -VIN Ground to input voltage (Vin).
3 +VOUT |Output voltage (Vour).
4 -VOUT |Ground to Vour.
5 +VIN Input voltage. Place a 1uF ceramic capacitor close to pins 5 and 6 for good decoupling.

ABSOLUTE MAXIMUM RATINGS ® Thermal Resistance Osn @
VIN, EN oo -0.3V to +36V MIDSW2424A ..o s 45.6. °C/wW
Junction temperature (T3) vveeeveeveeeeennn. 150°C EV3W2424A-0-00A © ..o i 32.6.°C/W
Lead temperature ..........cccccvvvvvenvnnninnnnnnnns 260°C

Storage temperature................ -65°C to +150°C Notes:

; feci ; - o ) 1) Exceeding these ratings may damage the device.
Continuous power dISSIpatlon (TA 25 C) 2) The maximum allowable power dissipation is a function of the
................................................................... 12W maximum junction temperature TJ (MAX)’ the junction_to_

. L. ambient thermal resistance 6,5, and the ambient temperature
Recommended Operatlng Conditions ® Ta. The maximum allowable continuous power dissipation at
any ambient temperature is calculated by Pp (MAX) = (T;
Input V0|tage (V|N) ....................... 108V tO 264V (MAX) - TA) / eJA‘ Exceeding the maximum allowable power
Ambient temperature (Ta) ........ -40°C to +105°C dissipation can cause excessive die temperature, and the
regulator may go into thermal shutdown. Internal thermal
shutdown circuitry protects the device from permanent
damage.
3) The device is not guaranteed to function outside of its operating
conditions.
4) The MID3W2424A module board-to-ambient thermal
resistance, tested with still air.
5) Measured on the EV3W2424A-0-00A, a 2-layer PCB.
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mps MID3W2424A - 3W, 24V, ISOLATED POWER MODULE

ELECTRICAL CHARACTERISTICS
Vin = 24V, T; = -40°C to +105°C, typical values are tested at T; = 25°C, unless otherwise noted.

Parameter ‘ Symbol ‘Conditions ‘ Min ‘ Typ ‘ Max ‘ Units
Power Supply Transformer Driver
Nominal switching _
frequency fsw | Vin =24V, full load range 500 kHz
Input over_vo|tage Vove_T Rising 31 33 35 \%
protection (OVP) threshold -
Vove_r |Falling 28.5 30 32.5 \Y
Input OVP hysteresis Vovp_H 3 \%
Enable (EN) turn-on s
threshold Ven_on | Ven rising 1 1.1 1.2 \Y/
EN turn-off threshold Ven_orr | Ven falling 0.8 0.9 1 \Y
EN hysteresis VEN_HYS 0.2 \%
Soft-start time © tss 20 ms
Thermal shutdown © Tsp 170 °C
Thermal shutdown o
hysteresis © ATsp 25 C
System-Level Parameters
Nominal input voltage (Vin) 24 \%
Input current (In) at rated 150 mA
load
No-load input current NN | VIN = 24V, Ven = 3.3V 10 mA
Efficiency 125mA load 87.5 %
Maximum capacitive load Capacitive load, module starts up
©) P without entering over-current 470 UF
protection (OCP) hiccup mode
Load regulation From 10% load to full load 4 6 %
Line regulation Vin change +1% 1.1 %/%
Tested on the Typical Application 26
Circuit
No-load output voltage Tested on the Typical Application \Y
Circuit with Zener diode 315
disconnected ()
Voltage set point accuracy 125mA load, Vout_nom = 24.5V +1.5 +2.6 | +3.8 %
Over-current (OC) Measured at the output 162.5 mA
threshold
Product temperature rise
above ambient 125mA load 27 °C
temperature ©
. . See
Qperauon with temperature derating
rise
graph
. ® Qualified test with 3kVac, 1 min;
Isolation voltage Production test with 3kVac, 1 sec 3 kVrms
Isolation capacitance © 1MHz/0.1V 4 pF
Isolation resistance © 500Vbc 50 GQ
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mps MID3W2424A - 3W, 24V, ISOLATED POWER MODULE

ELECTRICAL CHARACTERISTICS (continued)
Vin = 24V, T; = -40°C to +105°C, typical values are tested at T; = 25°C, unless otherwise noted.

Parameter Symbol |Conditions Min | Typ | Max | Units

Common-mode transient _

immunity (CMTI) Vewm = 650V 100 kV/ps
. . Peak-to-peak value, 125mA load, tested

Ripple and noise on the Typical Application Circuit ) 5 mv

Mean time-to-failure .

(MTTE) Telecordia SR-332 7274 years

EMC and Safety Regulations

Conducted emissions EN 55032 Class B

Radiated emissions EN 55032 Class B

Electrostatic discharge

(ESD) IEC/EN 61000-4-2 +4 kv

Electrical fast transient

(EFT)/burst transients IEC/EN 61000-4-4 *2 kv

Surge immunity IEC/EN 61000-4-5, input to output +2 kv

Notes:

6) Tested by bench characterization only.
7) See Figure 3 on page 12.
8) Tested between the input and output side, with pins 1, 2, 5, and 6 short-circuited, and pins 3 and 4 short-circuited.
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mps MID3W2424A - 3W, 24V, ISOLATED POWER MODULE

TYPICAL CHARACTERISTICS

Vin = 24V, lour = 0.125A, Ta = -40°C to +105°C, typical values are tested at Ta = 25°C, unless
otherwise noted.
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MID3W2424A - 3W, 24V, ISOLATED POWER MODULE

TYPICAL PERFORMANCE CHARACTERISTICS

Vin =24V, loutr = 0.125A, Ta = 25°C, unless otherwise noted.

CH1: Vour
AC
50mV/div.

CH2: Vsw
10V/div.

CH3: Vin
5V/div.
CH1: Vour
5Vidiv.

CH2: Vsw
10V/div.

CH1: Vour
5V/div.
CH3: EN
5V/div.

CH2: Vsw
10V/div.

Steady State
lout = 125mA

L.

500ns/div.

Start-Up through VIN

T

1ms/div.

Start-Up through EN

Y
T

pm—

CH1: Vourt
AC
50mV/div.

CH2: Vsw
10V/div.

CH3: Vin
5V/div.
CH1: Vour
5V/div.

CH2: Vsw
10Vv/div.

CH1: Vour
5V/div.
CH3: EN
5V/div.

CH2: Vsw
10Vv/div.

Steady State
lout = OA

500ns/div.

Shutdown through VIN

v
T

A% o

1ms/div.

Shutdown through EN

v
T

2ms/div.
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mes

MID3W2424A - 3W, 24V, ISOLATED POWER MODULE

TYPICAL PERFORMANCE CHARACTERISTICS (continued)

Vin = 24V, lout = 0.125A, Ta = 25°C, unless otherwise noted.

CH1: Vourt
10V/div.

CH4: lout
0.5A/div.

CH2: Vsw
10V/div.

CH1: Vourt
10v/div.

CH4: lout
0.5A/div.

CH2: Vsw
10Vv/div.

SCP Entry
Load switches from 125mA to short
CH1: Vour
10V/div.
— — ——
| &) CH4: lout
0.5A/div.
- CH2: Vsw
10V/div.
50ms/div.
SCP Steady State
CH1: Vour
AC
0.5V/div.
- So— - e
m, —
CH4: lout
50mA/div.
Soms/div.

SCP Recovery
Load switches from short to 125mA

1

¥

—— o -
50ms/div.

Load Transient Response
lout = 4mA to 125mA

5.0 e 1 Ao

100ps/div.

MID3W2424A Rev. 1.0
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mps MID3W2424A - 3W, 24V, ISOLATED POWER MODULE

FUNCTIONAL BLOCK DIAGRAM
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Figure 1: Functional Block Diagram
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meSs

MID3W2424A - 3W, 24V, ISOLATED POWER MODULE

OPERATION
Enable (EN) Control

The EN pin enables and disables the
MID3W2424A power module. When a voltage
above the Ven turn-on threshold (Ven on) is
applied, the MID3W2424A is enabled and starts
switching operation after 2.8ms. When the EN
voltage (Ven) falls below the turn-off threshold
(Ven_ore), the device is disabled. The EN pin is
compatible with voltages up to 30V. For
automatic start-up, connect the EN pin directly to
the +VIN pin.

Power Converter Soft Start (SS)

The MID3W2424A implements a soft start (SS)
mechanism to limit the inrush current during
start-up.

Over-Current Protection (OCP) and Short-
Circuit Protection

During an over-current (OC) condition, the
MID3W2424A limits the transformer current. If
the OC condition persists for longer than 20ms,
the part shuts down and automatically retries
after a waiting time (about 120ms).

During an abrupt dead short, the inrush current
may trigger short-circuit protection (SCP). If SCP
is triggered, the part immediately shuts down
and automatically retries after a waiting time
(about 120ms).

Over-Voltage Protection (OVP)

If the input voltage (ViN) exceeds the over-
voltage protection (OVP) threshold, the
converter immediately stops switching. Once Vi
returns to below the OVP threshold (with
hysteresis), the part restarts and resumes
normal operation.

Over-Temperature Protection (OTP)

The MID3W2424A constantly monitors the
transformer’s driver temperature. If the driver
temperature exceeds the thermal shutdown limit,
the part shuts down. Once the temperature
returns to below thermal limit (with hysteresis),
the part restarts and resumes normal operation.

MID3W2424A Rev. 1.0
10/13/2025
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meSs

MID3W2424A - 3W, 24V, ISOLATED POWER MODULE

APPLICATION INFORMATION
Start-Up/Shutdown Threshold

For automatic start-up and shutdown, the +VIN
and EN pins can be directly connected together.
Alternatively, the input voltage (Vi) threshold
can be set by connecting a voltage divider
across the +VIN, EN, and -VIN pins. Figure 6 on
page 13 shows that when the external EN control
is left open, the turn-on and turn-off thresholds
are set by the ratio of R4 to R3, using Equation

Q):

R
Ven_ore(1+ =*) )
— R3

V,

EN_ON —

Filtering EN

Unless connected directly to +VIN, add a 10nF
capacitor between the EN and -VIN pins to
prevent any noise disturbing normal operation.

PCB Layout Guidelines

PCB layout is critical for normal operation. For
the best results, refer to Figure 2, Figure 6, and
follow the guidelines below:

1. To comply with isolation and safety
requirements, the primary and secondary
sides must be physically separated. The
creepage and clearance distances must
meet the safety standard applicable for the
application.

2. In order to leverage the module’s CMTI
performance, minimize capacitive coupling
between the primary and secondary sides. In
this respect, it is best to keep the region
defined by the creepage distance free of any
metal objects on any PCB layers.

3. To minimize the input ripple current loop, use
low-ESR MLCC capacitors for local
decoupling, placed as close to the +VIN and
-VIN pins as possible. Place the smaller-
value capacitor (C1B) closer to the pins than
the larger-value capacitor (C1B).

4. Be careful with using large copper area
connected to any net on the isolated side, as
it contributes to increased common-mode
current and radiated emissions. Even in
high-voltage applications, the contribution to
the overall system noise can become non-
negligible if the isolated side copper area is
large relative to the rest of the system.

5. Adding an LC input filter (not shown) at a
distance from the module or on the bottom
side (shielded by the top ground plane
copper) can help reduce EMI.

6. In applications where a high CMTI rating is
not required, EMI performance can be
improved by connecting a Y-capacitor
across the isolation barrier, which provides a
low-impedance return path for the common-
mode noise component. A small-value Y-
capacitor can also be built by overlapping
the primary- and secondary-side copper
layers. Ensure that the required isolation
rating is not violated.

o o o
ool O
o u o o o
% =z
-3 o o o

o ]

GND° Bam ﬁ]aa .
.f‘o o —R4W W-@ mCS
o oe

Bottom Layer
Figure 2: Recommended PCB Layout

MID3W2424A Rev. 1.0
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MID3W2424A - 3W, 24V, ISOLATED POWER MODULE

TYPICAL APPLICATION CIRCUITS

R1
4.7kQ
c4
1uF ——
50V D1
BZX84C3V9

U1
Viy = 24V .
o +VIN
Ton 1o
47uF 1F +vout B
IESL
GND o o 51 -viN
GND MID3W?2424A
L1 EN
-vout P
_,_—2 -VIN
GND

+Vour = 20V
o
Te
—_— 1pF
50V
———————o COM
C3
—_— 1uF
16V
o
-Vour = -4V

Figure 3: Typical Application Circuit (Vin = 24V, Vour = +20V/-4V/125mA, Automatic Start-Up)

U1l
Vin = 24V
o 5 1 +vIN
C1A CiB 3 +VOUT =15V
4.7uF 1pF +VOouT
50V 50V R1 c2
6 —— 100uF
GND o . T -VIN 3kQ 35V
GND MID3W?2424A ——— com
* EN DL —— 100pF
BZX84C9V1 16V
-vouTt P o
-Vour = -9V
I
GND

Figure 4: Typical Application Circuit (Vin = 24V, Vout = +15V/-9V/125mA, Automatic Start-Up)

U1
Vi = 24V
N7 = VN
C1A CiB 3 +Vour = 20V
——47uF = 1F +VOUT )
50V 50V c2
I VTN Rio é = luF
GND o T - ca 4.7 50V
o G MID3W2424A | ur== o con
EN o—AAN, - en b1 —— 1pF
100Q c5 BZX84C3V9 16V
——10nF vouT P& o
50V -Vour = -4V
T 21 VIN
GND

Figure 5: Typical Application Circuit (Vin = 24V, Vout = +20V/-4V/125mA, Pull EN High to Start Operation)

MID3W2424A Rev. 1.0
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mps MID3W2424A - 3W, 24V, ISOLATED POWER MODULE

TYPICAL APPLICATION CIRCUITS (continued)

U1
Vin = 24V
o +VIN
C1A C1B . +Vour = 20V
4.7pF 1pF +VOUT o
GND 50V 50v C2
1 R1 = 14F
= kQ -VIN s 4.7kQ 50V
GND
- MID3W2424A | == ——— cow
EN o—\W\, | En DL —=pF
BZX84C3V9 16V
100Q R3 __(;5 .
NS =——10nF -vouT o
50V , “Vour = -4V
-VIN
GND

Figure 6: Typical Application Circuit (Vin = 24V, Vour = +20V/-4V/125mA, Start the Device Either by
Applying Power or Controlling EN)
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mps MID3W2424A - 3W, 24V, ISOLATED POWER MODULE

PACKAGE INFORMATION
LGA-6 (10mmx10mmx5mm)

0199 1505)
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MID3W2424A Rev. 1.0 MonolithicPower.com 14
10/13/2025 MPS Proprietary Information. Patent Protected. Unauthorized Photocopy and Duplication Prohibited.

© 2025 MPS. All Rights Reserved.



mps MID3W2424A - 3W, 24V, ISOLATED POWER MODULE

CARRIER INFORMATION ®

Detail A
‘ /\ / Pin 1

8 i o 1 o 0§ ] i -]

@@@@@@@@@@@@@@@@@@@@@1 + B

) 0 o ol 0§ T 3 53 53

8 i 3§ o G o )

{0 i 1 ) 5 + +

0 i o 3§ o

7 i ] o ) i 5

1 . o ]

Detail A
. . . Carrier | Carrier
Part Number Dzscc::rkiggtgiin ° Reetzlty/ QTubtety/ ° Tratyty/ DiaRmeIter V-\r/?gti ;ﬁgﬁ
M'D3V\ézu4_2T4AGO' (1On|1_r$1;)'<6\1-gmm) N/A N/A 152 N/A N/A N/A

:)Ot?l':his is a schematic diagram of the Tray packaging. Different packages correspond to different trays with different lengths, widths, and

heights.
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Initial Release

Notice: The information in this document is subject to change without notice. Please contact MPS for current specifications.
Users should warrant and guarantee that third-party Intellectual Property rights are not infringed upon when integrating MPS
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